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1 IDENTIFICATION OF THE SUBSTANCE/PREPERATION AND OF THE COMPANY UNDERTAKING 

 
PRODUCT NAME  KisCote PVT 
APPLICATION  Synthetic Waterproof Membrane 
SUPPLIER  Kensetsu International (S) Pte Ltd 
  No.7 Mandai Link #09-24 
  Mandai Connection 
  Singapore 728653 
  sales@kst-grp.com 
CONTACT TELEPHONE  Phone: (65) 6255 6855 (not in use for 24hours) 
  Fax: (65) 6255 5755 
 

2   HAZARDS IDENTIFICACTION 

 
No specific hazards are encountered under normal product use. 
 

3   COMPOSITION/INFORMATION ON INGREDIENS 

 
Polyvinyl Chloride 50% to 70% (CAS number: 9002-86-2) 
Diisophenyl Phthalate 25% to 35% (CAS number: 28553-12-0) 
Stabilizers  <5%  (CAS number: NA) 
Titanium Oxide  0.5% to 2.5% (CAS number:  1317-80-2 
 

4   FIRST-AID MEASURES 

 
INHALATION 
In case of long-term inhalation of fumes, particularly in indoor area, move person to fresh air and call for medical 
assistance.  
 
INGESTION 
Seek medical attention immediately. 
 
SKIN CONTACT 
In case of skin contact with molten products, remove contaminated clothing immediately and wash skin with 
plenty of water and soap. Do not pull solidified product away from skin by using solvent. Seek medical attention 
immediately. 
 
EYE CONTACT 
If substance has got into eyes, Immediately flush with plenty of water for up to 15 minutes. Remove any contact 
lenses and open eyelids widely. If irritation persists: Seek medical attention immediately. 
 

5   FIRE-FIGHTING MEASURES 

 
EXTINGUISHING MEDIA 
Foam, CO², powder, sand and water spray. 
 
SPECIFIC HAZARDS 
When burning, the smoke generated may contain irritating combustion products. Combustion products may include 

but are not limited to: Hydrogen chloride，carbon monoxide, carbon dioxide. 

 
PROTECTIVE MEASURES IN FIRE 
Self-contained breathing apparatus and full protective clothing must be worn in case of fire. 
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DECOMPOSITION HAZARDOUS PRODUCTS 
Collect contaminated firefighting water separately. It must not enter the sewage system. 
 

6   ACCIDENTAL RELEASE MEASURES 

 
Preventive measures to prevent secondary disasters: Thoroughly soak the combustion material with water to cool 
down and prevent re-combustion. 
 

7   HANDLING AND STORAGE 

 
USAGE PRECAUTIONS 
Put on appropriate personal protective equipment (See Section 8). 
 
STORAGE PRECAUTIONS 
Store in tightly closed original container in a dry, cool and well-ventilated place. 
 

8   EXPOSURE CONTROLS/PERSONAL PROTECTION 

 
PROCTECTIVE EQUIPMENT 
 
 
 
 
 
ENGINEERING MEASURES 
Provide adequate ventilation, including appropriate local extraction, to ensure that the defined occupational 
exposure limited is not exceeded. 
 
RESPIRATORY EQUIPMENT 
Use a properly fitted, air-purifying or air-fed respiration complying with an approved standard if a risk assessment 
indicates this is necessary. Respirator selection must be based on known or anticipated exposure levels, the hazards 
of the product and the safe working limits of the selected respirator. 
 
HAND PROTECTION 
Wear suitable protective gloves. 
 
EYE PROTECTION 
Safety goggles are recommended. 
 
HYGIENE MEASURES 
Wash hands at the end of each work shift and before eating, smoking and using the toilet. 
 
SKIN PROTECTION 
Wear full-cap smash-resistant shoes and long-sleeved protective clothings 
 

9   PHYSICAL AND CHEMICAL PROPERTIES 

 
PHYSIC STATE  Solid 
MELTING POINT RANGE  150 - 200°C 
AUTO IGNITION TEMPERATURE  > 400°C 
DECOMPOSITION TEMPERATURE 280 °C 
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10   STABILITY AND REACTIVITY 

 
DANGEROUS REACTIONS 
Not known. 
 
CONDITIONS TO AVOID 
Avoid heating above 280 °C 
 
MATERIAL TO AVOID 
Avoid contact with strong oxidants 
 
HAZARDOUS DECOMPOSITION PRODUCTS (DURING THE COMBUSTION) 
Decomposition products may include, but are not limited to, carbon monoxide, carbon dioxide, and trace amounts 
of hydrocarbons 
 

11   TOXICOLOGICAL INFORMATION 

 
Acute oral toxicity: very low toxicity if swallowed. If swallowed, it may cause asphyxia. 
 
Acute inhalation toxicity: Heating the product will produce droplets and vapor, which may cause irritation, cough 
and sore throat. 
 
Aspiration Hazard: Based on the physical properties of this substance, this product is not aspiration hazard. 
 

12   ECOLOGICAL INFORMATION 

 
Ecotoxicity: Acute toxicity of fish: Acute toxicity is not expected, but small pieces may cause side effects of 
swallowing by waterfowl or aquatic organisms. 
 
Persistence and degradability: This water-insoluble polymer solid will be inert in the environment. Surface 
photodegradation occurs when exposed to sunlight. No significant biodegradation will occur. 
 
Mobility in soil: in a terrestrial environment, material remains in the soil. In the aquatic environment, matter sinks 
 

13   DISPOSAL CONSIDERATION 

 
GENERAL INFORMATION 
Disposal to licensed waste disposal site in accordance with local Waste Disposal Authority. 
 
DISPOSAL METHODS 
Dispose of waste and residues in accordance with local authority requirements. 
 

14   TRANSPORT INFOMATION 

 
GENERAL 
The product is not covered by international regulation on the transport of dangerous goods  
(IMDG, IATA, ADR/ RID). 
No transport warning sign required. 
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15   REGULATORY INFOMATION 

 
It does not need any special labelling under current regulation. 
 
 

16   OTHER INFOMATION 

 
REVISION DATE - 
REV. NO. SDS-PV-V2  
DATE 29/10/2024 
 
DISCLAIMER 
The above information is believed to be correct but does not purport to be all inclusive and shall be used only as a 
guide. KENSETSU INTERNATIONAL (S) PTE LTD shall not be held liable for any damage resulting from contact with or 
handling of the above products. 


